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HATTERSLEY Semi-Lugged Wafer Pattern
Butterfly Valve

 
Figure No: 950
Semi-Lugged Wafer Pattern Butterfly Valve
Pressure Rating: PN16
Material: Ductile Iron
PN16

• Pressure/Temperature Rating 
º 16 bar from -10 to 120 degs. C  
º 15.7 bar at 130 degs.C  

•  

• Test Pressure 
º Hydrostatic  
º Body: 24 bar  
º Seat: 17.6 bar  

•  

• Specification 
º Generally conforms to BS EN 593  
º Ductile Iron body epoxy coated  
º Centring holes  
º Aluminium bronze disk  
º EPDM Liner  
º Trigger Lever  
º Valves DN250 and larger supplied as standard with fully enclosed gear operator.  
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º To suit flange connections BS EN 1092-2 PN16  
º Valves may be used for flow regulation  
º Valves may be used for flow regulation  

•  

Vendor Information

Copyright ©2024  -  Prologue  -  http://www.prologue.co.th _PN_PAGE 2 _PN_OF 2

http://www.prologue.co.th/index2.php?page=shop.infopage&amp;vendor_id=1&amp;output=lite&amp;option=com_virtuemart&amp;Itemid=64
http://www.prologue.co.th

